REMOTE READER HEIGHT = 3’ MIN — 5 MAX

EDGE OF ROADWAY LAYOUT —]

/—FOUNDATION WALL CLOSEST TO TAP

FINISHED GRADE ~
STREET SERVICE OR CURS BOX—~\( | —BLUE TRACER TAPE MARKED "CAUTION
WATER LINE BELOW" MUST BE PLACED
/| TWO FEET BELOW FINISHED GRADE IN
CURB STOP AND 2.5" BUFFALG : THE WATER—SERVICE TRENCH TO EACH
: RESIDENCE AND TIED TO THE SERVICE BOX.
OR NE STYLE 95E 5.5” CURB on.—\ FROST ©
26" MIN.
CORPORATION COCK OR STOP MAX. ALL VALVE
CC THREAD X FLARED " CLEAN
1" CORP. MUST BE DIRECT TAP WASHED SAND CAULKED
N\ LK TAILPIECE (SPUD CONNECTOR)
NOTE: e SLEEVE
ALL WATER SERVICES ARE TO BE , AN
SLEEVED UNDER THE ROADWAY AND 7 e il
ALL PAVED SURFACES. N g\
STEET CURB_COCK - METER
WATER MAIN SERVICE PIPE SR STGP 12" MIN 70 HOUSE AND BADGER (OR EQUIVALENT)
PLASTIC 200 PSI TUBING SHALL MEET AWWA 1" 200 PS| PE3406 REMOTE METER WITH CU. FT. OUTSIDE
SPEC. AND BE 200 PSI (MIN.) 120 —}  READER CALIBRATED AND SEALED BY DPW

1.5" AND LARGER SERVICES ARE REQUIRED
TO HAVE A SADDLE. TUBING WITH FLARED FITTINGS
AND/OR MUELLER COMPRESSION
FITTINGS WITH STAINLESS

CURB STOPS MUST MEET AWWA SPEC. STEEL INSERTS

800—55 (HAYS 5045 OR FORD 244-333
AND 244—444) W/ NO DRAIN.

CORPORATION STOP SHALL MEET AWWA
SPECS. (MUELLER B—25008 OR FORD
F—1000 G)

E J \\_ WATER DIVISION.
—— BASEMENT FLOOR

TYPICAL WATER SERVICE CONNECTION
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